
 

 

FrigAir is happy to introduce you the new crimping hoses for A/C system! 
 

          GLACIER     BLIZZARD 

Specifications SAE J2064 TYPE A ; FIAT 9.9346 TI H42; SAE J2064 type C Barrier; RENAULT 32-02-017; PSA B27 3010; GMW 14319 
Working T°/Peak T° - 40° ÷ 125°C / 140°C - 40° ÷ 125°C / 150°C 
 
 
 
 
 
Characteristics 

 
Tube: IIR compound 

 Reinforcement: 2 textile spirals 
Cover: EPDM compound 

 

 
Tube: EPDM-PA 

Reinforcement: 1 textile braid 
Cover: EPDM  

 

- Low noise and vibration transmission  
- Low permeability to HFC 134a  
- High flexibility 

- Reduced External Outer Diameter  
- Low Permeability to Refrigerant Fluids  
- Compatibility with a wide range of refrigerants (R134a, R1234yf, R404a) 
- Very High Flexibility 
- Low Noise Transmission 

 
 
 
Dimensions and 
Tolerances 

 
 

 
 
 
Technical 
Characteristics 

 
 

 
 
Measures 
Available 

  

 

Size

[inch]

ID OD min max min max [mm]

8,0 x 18,2 5/16 7,7 8,3 17,7 18,7 0,4

10,5 x 22 13/32 10,2 10,8 21,7 22,7 0,4

12,7 x 24,4 1/2 12,4 13,0 24,1 25,1 0,6

16,0 x 27 5/8 15,6 16,5 26,4 27,6 0,6

19,4 x 31,7 3/4 18,9 19,9 31,1 32,3 0,6

DN Hose ID Hose OD Max wall th. 

Difference[mm] [mm] [mm]

Size

[inch]

ID OD min max min max [mm]

5,7 x 12,4 4/16 5,4 6 11,9 12,9 0,6

8,3 x 14,7 5/16 7,9 8,6 14,2 15,2 0,6

10,8 x 17,3 13/32 10,4 11,2 16,8 17,8 0,7

12,7 x 19,4 1/2 12,3 13,1 18,9 19,9 0,7

16,1 x 23,6 5/8 15,6 16,6 23,1 24,1 0,7

19,4 x 27,4 3/4 18,9 19,9 26,9 27,9 0,7

DN Hose ID Hose OD Max wall th. 

Difference[mm] [mm] [mm]

Weight

ID OD [bar] [bar] [mm] [g/m]

8,0 x 18,2 35 >160 60 260

10,5 x 22 35 >160 80 360

12,7 x 24,4 35 >160 95 410

16,0 x 27 35 >160 120 450

19,4 x 31,7 35 >100 130 540

DN Working 

pressure

Burst 

pressure

Minimum 

bend radius[mm]

Weight

ID OD [bar] [bar] [mm] [g/m]

5,7 x 12,4 52 >260 30 110

8,3 x 14,7 35 >200 40 130

10,8 x 17,3 35 >200 50 160

12,7 x 19,4 35 >200 60 190

16,1 x 23,6 25 >150 70 260

19,4 x 27,4 25 >150 90 340

DN Working 

pressure

Burst 

pressure

Minimum 

bend radius[mm]

Frig Air code Description Superseed

234.14934 CR.G6 - 8x18,2 - GLACIER 234.14930 - GOODYEAR GALAXY G6

234.14935 CR.G8 -10,5x22 - GLACIER 234.14931 - GOODYEAR GALAXY G8

234.14936 CR.G10 -12,7x24,4  - GLACIER 234.14932 - GOODYEAR GALAXY G10

234.14937 CR.G12 -16x27 - GLACIER 234.14933 - GOODYEAR GALAXY G12

Frig Air code Description Superseed

234.12534 CR. G6 - 8,3x14,7 - REDUCED BARRIER-BLIZZARD 234.12530 - GOODYEAR GALAXY G6-REDUCED

234.12535 CR.G8 - 10,8x17,3 - REDUCED BARRIER BLIZZARD 234.12531 - GOODYEAR GALAXY G8-REDUCED

234.12536 CR.G10 - 12,7x19,4  REDUCED BARRIER BLIZZARD 234.12532 - GOODYEAR GALAXY G10-REDUCED 

234.12537 CR.G12 - 16,1x23,6 - REDUCED BARRIER BLIZZARD 234.12533 - GOODYEAR GALAXY G12-REDUCED


